
Special for analog line interconnect 
Co-axial design for extended signal bandwidth 

LDPE foam insulation provides low dielectric constant and more accurate signal transfer 
Solid core center OFC 99,999% conductor for deeper and stronger bass response 

Heavy-duty metal shell connector for durable protection

CABLE

High performances interconnect cable  
Features: 
Length: 1m / 3.3 ft 
Cable 
Structure: coaxial 
Conductor: Tin OFC 
Shield: Optimized Tin OFC (99.999%) shield braid 
Insulation: Low dielectric insulation in LDPE (Low Density Polyethylene) 
Outer jacket: PVC with Nylon braid for mechanical protection 
Overall diameter: 6,6 mm 
 
Plug 
Metal body 
Black chromium finish 
Contact: 24K gold-plated contact 
Solder: Tin 
Internal protection: molded to protect soldering 
Ground connexion with 6 contact areas

PACKAGING

UNIT 
Quantity/box: 1 
Type: Blister 
GenCode: 3760108804289 
 
OVERBOX 
Quantity/box: 12 
Type: Brown cardboard 
GenCode: 3760108804296

CABLE

High end reference interconnect cable 
Features: 
Length: 0,5 m / 1.6 ft 
Cable 
Structure : coaxial 
Conductor : Silver OFC 99,999% 
Shield : Optimized silver plated copper OFC (99.999%) shield braid 
Insulation : Low dielectric insulation in LDPE (Low Density Polyethylene) 
Outer jacket : Crystal clear PVC 
Overall diameter : 6,6 mm 
 
Plug 
Metal body 
Silver chromium finish 
Contact : Silver plated contact 
Solder : Silver 
Internal protection : molded to protect soldering 
Ground connexion with 6 contact areas

PACKAGING

UNIT 
Quantity/box: 1 
Type: Metal Box 
GenCode: 3760108804562 
 
OVERBOX 
Quantity/box: 12 
Type: Brown cardboard 
GenCode: 3760108804579
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